
Field Sensors for Bag-Filter/ 

Dust Collector/ Scrubber System/ 

Material Handling 



Length : Customize

v Range : 0 ... 500 mmWC (other on request) 

Supply voltage : 18 ... 30 VDCv 

Output : 4 ... 20 mA, 2-wirev 

 Accuracy : 0.5% of FSv

Differential Pressure Transmitter

Model :  982R (Make : Beck GmbH)

Application : 

Bag Filter Status v 

Specification :

Temperature Transmitter (Make : Pixsys)

 Programming : Wireless with Mobile Applicationv

 Input : Thermocouple & RTD (PT100/PT1000)v

 Output : 4...20mA Loop Poweredv

 Power supply : operating range 6-32 Vdcv

 Fixing : On DIN Clip/ B head v

 3600 points data loggerv

RTD Probe and Temperature Transmitter 

Adjustable/ Vacuum/ Gas Pressure Switch 

Pressure range : -700 mbar to 12 bar

v v Conveying System  Gas Burner

DIFFERENTIAL PRESSURE 
TRANSMITTER 

DP Switch & Transmitter in Aluminum IP68 Enclosure

v Range : 0 ... 500 mmWC (other on request) 

Supply voltage : 18 ... 30 VDCv 

Output : 4 ... 20 mA, 2-wirev 

OD /  1/2” NPT also available  

v Display : Optional 

 Accuracy : 0.5%v

v Display : Optional 

 Accuracy : 0.5% of FSv

0.5% of FS



Model : MS-1 (Make : Filsa)

Specification :

Pendulum Level Indicators

v Rod lenght : Upto 2000 mm

Product density : 0,3 t/m3 – 3 t/m3v 

Maximum pressure : +0,5 barv 

Switching function : 1 NO + 1 NCv 

Capacity of the contact : 15 A / 250 V AC (for resistive loads)v 

Bulk good temperature : -25° C – +80° Cv 

Type of protection : IP66 according to DIN En60529v 

Materials : Housing Aluminium, RAL 7001 coatedv 

Application : 

    
v High level switch of storage bunkers and silo

Level Measurement in stacker reclaimer machinev 

v Control of conveying belts for gravel 

Level control in a coal bunkerv 

Portable Digital Manometer + Air Velocity Meter

Model : TFP40 C (Make : Trumen)

Membrane/ Boot/ Overflow Level Switch 

v Diphagram material : SS/ NBR 

v Bucket Elevator 

v  v Vacuum Conveying System  Vacuum Blower

/ Storage Silo/ Vessle 

/ Storage Silo/ Vessle 

v Accuracy : 0.5% of FS

v Accuracy : 0.5% of FS



Probe length : Customize 

Stack Velocity Measurement 

Application : Scrubber System

pH Electrode 

v  v pH range : 0 to 14 pH  Cable length : 5 meter 

Customize 

3 wire 

v v v Pump  Motor  Centrifugal 

....
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/ Storage Silo/ Vessle 
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